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“The Leaf AFi camera is wonderfully
balanced (and I mean wonderfully), so 1
love to use it handheld for portrait work
and for location work.”

- Frank Doorhof, The Netherlands




“The Leaf is tough and reliable, essential when shooting as
many as 100 photographs that make up my images. I am

delighted with my Leaf back.”
- Bill Thompson, USA

Flexibility: Shoot your best in any situation
Take advantage of a range of features that enable you to shoot
anywhere.

e A new brighter and higher contrast LCD touch screen, for
checking your shots under all kinds of challenging lighting
conditions, both indoors and out

e Maximum portability with a range of storage options: CF card,
FireWire disk, computer hard disk

e Compatible with medium- and large-format cameras: use wide-
angle lenses and shift & tilt movements

e Compatible with Adobe Photoshop Lightroom, and Apple
Aperture as well as other leading software applications for
processing Leaf uncompressed RAW files

Complete control: Functionality and portability

A wide range of functions are available directly on the camera
back, including:

e Create and name alternate directories for file storage

e Annotate individual files with text entered using an on-screen
keyboard

¢ Image-viewing options: by list, by a range of thumbnail sizes

e Multiple selection of images: perform actions on the entire
selection

e Portable file-management option: name images/folders and
predefine settings per shoot

e View histogram representation

Enhanced productivity: Faster shoot-to-delivery

Adjust and control images while you shoot, using the intuitive
display to manipulate RAW images in a range of thumbnail sizes.
e The image automatically orients itself to the camera’s rotation

e The handy loupe tool provides immediate access to focus
control during the shoot

e Enjoy wireless connectivity via Bluetooth, or view the images on
a portable HP iPAQ

e Use the lossless 16-bit file compression to speed up file
handling without loss of image quality



Leaf Aptus-ll Digital Camera Backs

The Leader in Speed
and Image Quality -

The Leaf Aptus-Il series of digital backs offers professional -
photographers the speed, image quality and flexibility to "
push their work beyond expectations.
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Larger digital sensors

The all new Leaf Aptus-Il series includes a top of the line offering
with the only True Wide Frame sensor. Capture what was
previously impossible, with a revolutionary, larger digital sensor
that achieves True Wide Frame shooting. The full-width 56x36mm
sensor provides higher resolution (56MP) and allows for full-width
imaging.

Highest speed
Capture speeds as fast as 1 frame per second, for the freedom and
flexibility to realize your creative vision.

e Fastest image transfer speed, using the latest FireWire 800
technologies

e Fastest Read/Write speeds taking advantage of the newest
CompactFlash (CF) card technology

Uncompromising image quality
Film-like quality that is superior to any capture device available in
the industry, regardless of resolution.

e Unique color filters ensure consistent and accurate color
reproduction

e large, specially designed sensor with unsurpassed 12 f-stop
dynamic range provides unmatched detail, richness and color,
low noise, and striking highlights

e Broad ISO: from 50 to 800
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Compare On the Shoot

Use Compare View to evaluate any number of
original RAW images and find the best shot in

a series of images by comparing them to one
another in-sync. It optimizes your work area by
intelligently arranging images and correcting their
orientation. Quickly and easily compare multiple
images to choose the perfect shot.

Camera Control

New extended camera controls provide full
integration by synchronizing between Leaf
Capture 11 and the Leaf AFi-Il camera controls,
including: exposure mode, metering mode,
aperture, shutter, exposure compensation, flash
sync mode, mirror control, etc.

Reproduce Colors More Accurately

The Color Temperature and Tint sliders allow
you to more accurately compensate for varying
lighting conditions. For example, when shooting
on location or without a gray card, use the
Temperature Slider to balance your image color.

Adjustable Histogram

The adjustable histogram features the dynamic
range a photographer needs, from 11 f-stops
under to 3 f-stops over. Since the back has more
dynamic range than a standard offset press can
handle, by marking the dynamic range in the
histogram you can adjust the ratios so that they
fall in the dynamic range of the press and you
can still have more shadow detail for digital work
or your own prints.

Clean Up and Remove Moiré

Leaf Capture allows you to quickly and easily
perfect your images directly on the shoot. The
Moiré Removal Tool is easy to use, removing
moiré directly in the RAW files. Manual masking
ensures that you control exactly where the Moiré
Removal Tool works, by selecting locations for
moiré suppression. Leaf Capture ensures moiré
removal without blurring or loss of detail, keeping
the image’s original sharpness.



Leaf Capture workflow software

Designed expressly to maximize productivity with Leaf AFi-Il digital cameras and Leaf Aptus-Il camera
backs, the latest Leaf Capture software is the professional photographer’s tool to quickly and easily

move from image capture to print.

New and Improved Features

With input from leading photographers for
ongoing improvements, Leaf has added the
features required to quickly compose your
images, while improving the overall package.
The intuitive user interface guides you through
the image capture workflow. Use it to check
and perfect your images while you shoot,
including live video preview; Ideal for
high-volume productions on tight deadlines,
such as catalogs and fashion shoots.

Leaf Capture is the fastest tethered workflow
application for commercial shooting.

Adjust images on a Mac or PC to match the
creative demands of portrait, fashion, and
commercial photography.

Quickly Verify Focus

You can quickly check focus while shooting
your images by using Leaf Capture’s Loupe Tool,
viewing an area of the image or any thumbnail
at a scale of 100%. With the Detail Window
permanently open in 100% view you can center
on a spot while shooting is in progress.

Manage With Greater Flexibility

Leaf Capture’s Live View shows you a real-time
color video-like image, with dual monitor support.
Its fast refresh rate lets you see the live color
image quickly, so you can correct focus or adjust
depth of field, composition, and layout before
you take a shot. The Leaf Aptus-Il digital camera
back has built-in active cooling, so there are no
time limitations and Live View can be left running
as long as you need.

Save Production Time

Another true time-saver is Leaf Capture’s grid and
layout overlay functionality. Digital files received
from art directors are easily imported into the
application and displayed on the monitor. Once
you've edited your shots you can start processing
the images. Since the selected image processes
run in the background, you can open and work
on other images, or continue your shooting
session without affecting the image processing.
Take advantage of your Mac workstation’s full
capabilities, with multiple monitor support. Your
assistant can even review your images on-site on
another monitor, while you continue to shoot.




“My goal has been to strive for the highest possible creative and
technical excellence. I never thought I could achieve a higher

quality image than with an 8X10 view camera.
I did, and it’s called a Leaf.”

-Barry Seidman, USA
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Precision German Lenses

PQ and PQS autofocus lenses by Schneider
are precision-manufactured for optimum
sharpness, color balance, brilliance and

speed with color-accurate, flare-reducing HFT
coatings. They employ Direct Drive technology
with microcomputer-controlled, motor-driven

diaphragm and shutter for accurate performance.

All lenses are fully synchronized over their entire
shutter-speed range.

Fast, accurate leaf central shutter

Made from hand-stamped carbon fiber produced
for the aerospace industry, the ultra-thin,
frictionless shutter blades in the PQS lenses

work on an air cushion for precise, accurate
performance and high-speed flash sync up

to 1/1000 sec. The central leaf shutter and
diaphragm are microcomputer-controlled and
are driven by two linear motors for maximum
precision in 1/3-stop increments.

Auto-focus mechanism

The Leaf AFi-Il autofocus technology is the

most advanced available in medium-format
cameras. Multiple autofocus options ensure crisp
images in all shooting situations. With Focus
Bracketing, the Leaf AFi-Il adjusts the plane of
focus automatically from exposure to exposure.
By using the Focus Trap with the Leaf AFi-Il, the
camera will take a shot only when the subject
enters your preset focus range.

“We used the Leaf AFi camera recently on the new worldwide
SONY / James Bond campaign where we put the camera
through its paces capturing Daniel Craig and many special
effects components, performing beyond our expectations,
allowing us to capture in a way not possible before.”

- Warren Du Preez and Nick Thornton Jones, United Kingdom



Our Science

Leaf uses ultra-low-noise sensors with a high dynamic range to
better capture what the human eye sees. The Leaf imaging modules
utilize thin-layer sensor technology with fewer components above
the pixels. This enables photons to be absorbed close to the photo-
sensitive surface, which is especially important with wide angle
lenses. Leaf sensors also have a low base ISO, contributing to clean
images with more uniform results, natural colors, and reduced

color cast.
P
= “‘K
R Lo ]
f . "=,|- —_
Il 4 » A
- |

' N
LUl
——
The Science of Leaf

The Leaf development team includes PhDs in particle physics,
condensed matter physics, electrical engineering, applied physics
and electro-optics. Every Leaf module is the result of years of
research and innovation by these dedicated scientists and engineers
who work to advance the science of imaging. Leaf scientists also
contribute to the digital photography working groups of the

ISO TC42 Technical Committee that sets global standards for
photography.

Rugged, durable materials and design

Leaf products are manufactured for professional use. The Leaf
AFi-Il has a lightweight metal chassis and an ergonomic handgrip.
The Leaf AFi-ll was designed from scratch as a professional digital
camera, with built-in upgradeability that allows you to take
advantage of new technologies as they advance. The imaging
module is constructed from rugged aircraft-grade aluminum. The
soft covering provides a solid grip and long-lasting comfort in any
challenging environment.






Leaf
A Pioneer in Professional
Digital Photography

Leaf is a pioneer in the field of professional digital photography.

In 1992, we introduced the world to the first commercial digital
camera back. The revolutionary Leaf DCB (Digital Camera Back)
offered a resolution of 4 million pixels (MP) in a 2048x2048 pixel
format. Today, Leaf AFi-Il cameras and Leaf Aptus-Il digital backs are
industry leaders.

Once again, Leaf sets new standards in professional digital
photography, providing photographers with the ease-of-use

and technologies to capture images with incredible detail and
impressive dynamic range. The 56x36mm, 56 megapixel internally
rotating sensor in the Leaf AFi-Il imaging module accompanies

a host of advanced features designed to satisfy the needs of the
most demanding professionals. Our ceaseless efforts to improve
the quality of our products, technologies and service underlie

the Leaf dedication to the advancement of professional digital
photographers.

Technological leadership and a creative spirit have always been our
signature as we continue to introduce more powerful easy-to-use,
more innovative medium-format digital solutions.

At Leaf, we understand that it's you — the photographer — not
the camera, who is at the center of the shoot. We provide the

technologies so that, together, we can both realize your vision.

Leaf — our science, your art.



Leaf AFi-ll Accessory Connectivity

Film
adapter

6x4.5
Film magazine

1.4 x Longar
AF-teleconverter

Lens hood
Mamiya RZ

Graflok

Retro adapter E

Focusing
screens
Filters

* Skylight
* UV

Flash adapters

* SCA-3562
[o =

* SCA-356

Remote
release
Bellows @

*9mm  * 34mm  Rollei electronic
*17mm * 67mm shutter
* Size 0

* Size 1

* Circular polarizer

* 22-68mm zoom

Rollei
LensControl S

Connects to over 80 different camera models
For a complete list, visit www.leaf-photography.com/compatible_cameras

Compatible with over 45 different lenses
For a complete list, visit www.leaf-photography.com/compatible_lenses






Leaf Aptus-II

CCD Size mm
pixels
resolution

Capture Rate (sec/frame)

File Size MOS

MOS lossless compression

TIFF 16-bit
8 bit RGB
8 bit CMYK
1SO Sensitivity
Color depth

Dynamic range
Color management workflow

Leaf RAW file format

Properties
Operating conditions

Conformed Standards

LCD operation
File management

Image viewing

Image measuring tools

Portable storage options

Portable power

For complete specifications, visit www.leaf-photography.com/aptus2/specs

10 7

56 x 36 48 x 36
9288 x 6000 6726 x 5040
56 MP 33 MP
1 1.1

115 MB 67 MB
78 MB 47 MB
345 MB 204 MB
172 MB 102 MB
229 MB 136 MB
50-800 50-800

16 bits (65,536 levels per channel)

12 f-stops

6

44 x 33
6144 x 4622
28 MP
1

53 MB
31 MB
159 MB
80 MB
106 MB
50-800

Range of 12 profiles including factory profiles, plus optional ability for users to cre-

ate their own custom camera profiles

A standard, open RAW format compatible with many leading applications

Dimensions: W 95 x H 82 x D 59 mm, Weight: 600 g (1.3lb)

Back: 0°-40°C (32°-104°F), Digital Magazine: 5°-50°C (41°-122°F), Humidity:

15%-80% RH (non-condensing)
CE, FCC, CSA , RoHS

Advanced, bright, high-contrast touch screen interface for indoor or outdoor work

Preshoot file naming, image flagging, full browsing, creation of job folders,

custom file annotations

Preview up to 20 images on one LCD screen, true 1:1 zoom

Histogram, exposure alarms, average exposure meter, spot meter (f-stop)

CF card type | and Il, Leaf Digital Magazine, high volume portable FireWire disks
Tested CF cards for SanDisk Extreme series (recommended) including Extreme IV,
SanDisk Ultra Il, Lexar CF Pro series, Ridata Supreme Series and Transcend 300X

Leaf battery 2350mAh power

Samsung SBL-160, 1850 mAh power (single-size battery)
Samsung SBL-320, 3200 mAh power (dual size battery



Specifications

Leaf AFi-Il

CCD Size mm
pixels
resolution

Capture Rate (sec/frame)

File Size MOS
MOS lossless compression
TIFF 16-bit
8 bit RGB
8 bit CMYK

1SO Sensitivity

View camera compatible

Leaf Verto sensor rotate

Tilt touch screen

Leaf SensorFlex

Camera Body Dimensions

System Weight
Includes battery, 80mm lens, waist-level
viewfinder and digital imaging module.

Color depth
Dynamic range
Camera control
Shutter
Connectivity

LCD on imaging module

Capture delay

Operating conditions

10

56 x 36
9288 x 6000
56 MP

1

112 MB

78 MB

345 MB

172 MB

229 MB
50-800

Yes

Yes

Yes

Yes

157 x 112 x 78
2180 g

7

48x36
6726 x 5040
33 MP

1.1

67 MB

47 MB

190 MB

102 MB

136 MB
50-800

Yes

Yes

Yes

No

157 x 112 x 78
2180 g

16 bits (65,536 levels per channel)

12 f-stops

Full remote control from computer in tethered mode

6

44%33
6144 x 4622
28 MP

1

53 MB

31 MB

159 MB

80 MB

106 MB
50-800

Yes

No

No

No

157 x 112 x 78
1970 g

Leaf central shutter powered by linear motors (direct drive)

FireWire 400, FireWire 800

6 x7 cm (3.5") touch screen works in portable and tethered modes for indoor

and outdoor shooting

Shoot with a delay of 1, 1.5, 2, 2.5, 3, 3.5 4, 5, 6, 8, 10, or 15 seconds

between shots

0°-40°C (32°-104°F), 15-80% humidity (non condensing)

For complete specifications, visit www.leaf-photography.com/afi2/specs
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About Leaf: Our Science Your Art

Since introducing the world’s first digital camera back (DCB) in 1992, Leaf has been recognized
as a worldwide leader in the professional photography market. With extensive knowledge of
image processing, color management and file conversion technology, Leaf has become the
preferred professional digital camera vendor for the world’s leading photographers.

For more information visit www.leaf-photography.com
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